ARTICLE XI

TRAFFIC VISIBILITY, LOADING, PARKING AND ACCESS


Sec. 130-1300.  Traffic visibility.

(a) On a corner lot in all zoning districts, no fence, wall, parking, vegetation, hedge, planting, or structure shall be erected, placed, planted, or allowed to grow in such a manner as to obstruct vision between a height of 2 1/2 feet and 10 feet above the centerline grades of the intersecting streets in the area bounded by the edge of right-of-way street lines of such corner lots and a line joining the points along such street lines 15 feet from the point of intersection.

(b) If arterial streets intersect with other arterial streets or railways, the corner cutoff distances establishing the triangular vision clearance space shall be increased to 30 feet.

(c) This section shall not apply to the trunks of trees and posts not over six inches square or in diameter.

[Ord. 2010-02]


Sec. 130-1301.  Loading requirements.

(a)   Loading space required.  On every lot on which a business, commercial, or industrial use is established, space with access to a public street or alley shall be provided as indicated in the following table for the loading and unloading of vehicles off the public right-of-way:  

	  Use   
	Floor Area
(sq. ft.)   
	Loading
Space   

	Retail/wholesale warehouse, service manufacturing, and industrial establishments   
	2,000--10,000
10,000--20,000
20,000--40,000
40,000--60,000   
	1
2
3
4   

	   
	Each additional 50,000   
	1   

	Hotels, offices, hospitals, places of public assembly   
	5,000--10,000
10,000--50,000
50,000--100,000   
	1
2
3   

	   
	Each additional 25,000   
	1   

	Funeral homes   
	2,500--4,000
4,000--6,000   
	1
2   

	   
	Each additional 10,000   
	1   


(c) Multiple or mixed uses.  Where a building is devoted to more than one use or for different uses and where the floor area for each use is below the minimum required for a loading space but the aggregate floor area of such uses is above such a minimum, off-street loading space shall be provided as if the entire building were devoted to that use in the building for which the most loading spaces are required.  

(d) Location.  Required off-street loading spaces shall be located on the same lot with the principal use requiring such space. No loading space shall be located within 30 feet of the nearest point of intersection of two streets or require any vehicle to back into a public street.  

(e) Surfacing.  All open off-street loading berths shall be improved with a compacted gravel base, not less than seven inches thick, surfaced with not less than two inches of asphalt or treated with some comparable all-weather dustless material.  

(f) Repair and service.  No motor vehicle repair work or service of any kind shall be permitted in conjunction with loading facilities provided in any residential district.  

(g) Utilization.  Space allocated to any off-street loading berth shall not, while so allocated, be used to satisfy the space requirements for any off-street parking facilities or portions thereof.  

(h) Central loading.  Central loading facilities may be substituted for loading berths on the individual zoning lots, provided the following conditions are filled:  

(1) Each zoning lot served shall have direct access to the central loading area without crossing streets or alleys at grade.

(2) Total berths provided shall meet the requirements based on the sum of the several types of uses served. (Areas of types of uses may be totaled before computing the number of loading berths.)

(3) No zoning lot served shall be more than 300 feet removed from the central loading area.

(4) The tunnel or ramp connecting the central loading area with the zoning lot served shall be not less than seven feet in width and shall have a clearance of not less than seven feet.
[Ord. 2010-02]

Sec. 130-1302  Parking requirements.

All new nonresidential parking lots in excess of four stalls and all alterations of existing lots shall be subject to the approval of the plan commission. Requests for such parking lots shall be accompanied with detailed plans on landscaping, parking layout, drainage provision, and driveway locations. In all districts there shall be provided at the time any use or building is erected, enlarged, extended, or increased off-street parking stalls for all vehicles in accordance with the following:

(a) Access.  Adequate access to a public street shall be provided for each parking space.  

(b) Design standards.  The size of each parking space shall be not less than 162 square feet (9 feet by 18 feet) exclusive of the space required for ingress and egress.  Handicapped parking stalls may be 8 feet wide with the required access aisle specified under (k) below.  Minimum width of aisles providing access to stalls for one-way traffic shall be as follows: 11 feet for 30-degree parking; and 20 feet for 90-degree parking. Minimum width of aisles providing access to stalls for two-way traffic shall be 24 feet. No parking area of more than two spaces shall be designed as to require any vehicle to back into a public street.  The plan commission may authorize stalls sized for smaller vehicles (eight feet by 16 feet) where the number of stalls being provided exceeds the minimum number required and where all of the minimum required stalls are full sized (nine feet by 18 feet).  

(c) Location.    

(1) Location shall be on the same lot as the principal use or not over 500 feet from the principal use.

(2) Off-street parking is permitted in all yards of all districts except in the front yards of single-family and two-family residence districts, but shall not be closer than five feet to a nonresidential side lot line, right-of-way line, or rear lot line. No parking space or driveway, except in residential districts, shall be closer than 25 feet to a residential district lot line.

(3) Off-street parking in the single-family and two-family residence districts is permitted in the front yard only on the driveway.  No parking is allowed on the front yard lawn areas.
(d) Surfacing.  All off-street parking areas, except a single parking space accessory to a single-family dwelling, shall be surfaced with a dustless all-weather material capable of carrying a wheel load of 4,000 pounds (normally, a two-inch blacktop on a four-inch base or five inches of Portland cement will meet this requirement). Any parking area for more than five vehicles shall have the aisles and spaces clearly marked. Compacted stone or gravel may be used only with the approval of the plan commission. Completion of surfacing is required prior to the issuance of an occupancy permit. However, for required surfacing during the period between November 1 and June 1, the owner shall enter into an agreement with the City agreeing to complete all required surfacing by no later than the following June 1.  

(e) Repair and service.  No commercial motor vehicle repair work or service of any kind shall be permitted in association with parking facilities provided in residence districts.  

(f) Lighting.  Any lighting used to illuminate off-street parking areas shall be directed away from residential properties and public streets in such a way as not to create a nuisance. However, in no case shall such lighting exceed three foot-candles measured at the lot line.

(g) Curbs.  Curbs or barriers shall be installed a minimum of four feet from a property line so as to prevent the parked vehicles from extending over any lot lines. 

(h) Number of stalls.  The number of parking stalls required are shown in the following table:  

	LAND USE
	PARKING REQUIREMENT

	
	

	Residential - One and Two Family Dwelling
	2 spaces per dwelling unit

	Residential Multifamily Dwelling
	2 spaces per dwelling unit

	Residential - Senior
	1 spaced per dwelling unit

	Institutional Living
	1 space per resident or patient capacity

	Community Living
	1 space per resident capacity

	Hospital
	1 space per patient bed

	Institutional Uses
	1 space per 4 persons maximum seating capacity

	Churches
	1 space per 4 persons maximum seating capacity

	Community or Recreation Center
	1 space per 4 persons maximum seating capacity

	Funeral Home
	1 space per 4 persons maximum seating capacity

	Library or Museum
	1 space per 300 square feet of gross floor area

	Day Care
	1 space per 5 students

	School - Elem or Middle
	1 space per staff, plus 2 spaces per classroom

	School - High School
	1 space per staff, plus 1 space per 5  students

	College  or Trade School
	1 space per staff, plus 1 space per 2 students at peak attendance period.

	Golf Course
	36 spaces per 9 holes, plus 50 percent of spaces otherwise required for any accessory uses (e.g. bars, restaurant)

	Swimming Pool
	1 space per 75 square feet of gross water surface area

	Tennis court
	3 spaces per court

	Retail Sales And Services
	1 space per 300 square feet of gross floor area.  

	Business or Professional Offices
	1 space per 300 square feet of gross floor area.  

	Drive-Up or In-Vehicle Sales and Service
	2 spaces per drive-up lane

	Indoor Eating and Drinking Establishments
	1 space per 300 square feet of gross floor area  

	Outside Eating or Drinking Areas
	1 space per 300 square feet of serving area.  

	Commercial Animal Boarding
	1 space per 1,000 square feet of gross floor area.

	Motels and Hotels
	1 space per bedroom

	Bed & Breakfast Establishment
	1 space per bedroom

	Campground
	1.5 spaces per campsite

	Mini-Warehouse Storage Facility
	1 space per 1,000 square feet of gross floor area

	Warehouse and Distribution Center
	1 space per 1,000 square feet of gross floor area.

	Industrial and Manufacturing
	1 space per 1,000 square feet of gross floor area.

	Utilities
	1 space per 1,000 square feet of gross floor area.


(i)   Uses not listed.  For structures or uses not mentioned, the provision for a use that is similar shall apply or the plan commission may rely on standards and parking ratios that appear in the most recent edition of the Institute of Traffic Engineers Parking Generation Manual. Floor space or area shall mean the gross floor area inside the exterior walls, where floor space is indicated in the table in subsection (8) of this section as a basis for determining the amount of off-street parking required.  

(j)   Combined uses.  Combinations of any of the uses in the table in subsection (8) of this section shall provide the total of the number of stalls required for each individual use. Two or more uses may provide required off-street parking spaces in a common parking facility less than the sum of the spaces required for each use individually, provided such uses are not operated during the same hours. The following conditions must be met for any joint use:  

(1) The proposed joint parking space is within 500 feet of the use it will serve.

(2) The applicant shall show that there is no substantial conflict in the principal operating hours of the two buildings or uses for which joint use of off-street parking facilities is proposed.

(3) A properly drawn legal instrument approved by the Plan Commission, executed by the parties concerned and recorded with the County Register of Deeds against the property or properties in question, for joint use of off-street parking facilities. Such instrument shall be approved by the City attorney prior to Plan Commission review, and shall contain language that specifies that the instrument may not be altered without approval by the Plan Commission.  The document shall be provided to the Zoning Administrator within 30 days of recordation.
(k)  Handicapped parking requirements.  The following chart shall be used to determine the number of required handicapped parking stalls.  

	Total Parking in Parking Facility
	Required Minimum Number of Accessible Spaces

	1 to 25*
	1*

	26 to 50
	2

	51 to 75
	3

	76 to 100
	4

	101 to 150
	5

	151 to 200
	6

	201 to 300
	7

	301 to 400
	8

	401 to 500
	9

	501 to 1000
	2 percent of total

	1001 and over
	20 plus 1 for each 100, or fraction thereof, over 1000

	* Parking lots with fewer than five stalls do not have to have an accessible parking space reserved, but must maintain a space that meets the dimensional requirements for an accessible space.


For every six or fraction of six accessible spaces required by the above chart at least one shall be a van accessible parking space and served by an access aisle at least 96 inches wide; other handicapped parking stalls must have an access aisle at least 60 inches wide.  Required stalls shall be striped and signed according to relevant state and federal law, and shall be located on the shortest accessible route from the parking lot to an accessible entrance.  In addition to any other requirements relating to parking spaces contained in this Code, accessible parking for proposed development shall comply with the ADA Standards for Accessible Design promulgated by the US Department of Justice.  Proposed development shall also comply with provisions contained in Wisconsin Statutes and any Wisconsin Administrative Code pertaining to provision and design of handicapped parking, including, but not limited to, Wis. Stats. §101.13, §346.503 and §346.56.  
(l)   Changes in buildings or use.  Whenever a building or use is changed, structurally altered, or enlarged to create a need for an increase of 25 percent or more in the number of existing parking spaces, such spaces shall be provided on the basis of the enlargement or change. Whenever a building or use is enlarged to the extent of 50 percent or more in the floor area, such building or use shall then comply with the parking requirements set forth in the district in which it is located.  

(m)   Off-site parking.    

(1) Required off-street parking spaces shall be located on the same lot with the principal use, or when this requirement cannot be met, such parking spaces may be located off-site, provided the parking spaces are located in the same district and not over 500 feet from the principal use. When off-street parking facilities are permitted on land other than the same lot as the principal use, such facilities shall be in the same possession as the lot occupied by the use to which the parking facilities are necessary or in the possession of the controller of the principal use to which the parking facilities are accessory. Such possession shall be by deed whereby the owner of the land on which the parking facilities are to be located shall be bound by a covenant filed and recorded in the office of the county register of deeds requiring such owner, the owner's heirs or assigns to maintain the required facilities for the duration of the use served.

(2) Off-site parking spaces for residential uses shall be within 250 feet of the principal entrance or the entrance for the individual occupants for whom the spaces are reserved while the farthest portions of a parking lot for all other uses shall be within 400 feet of the entrance of the establishment.

(3) Accessory parking may be located in residential districts, provided that such lots or property are immediately adjacent to a commercial, business or industrial zoning district.

(4) All off-street parking lots adjoining lots zoned for residential use shall have a minimum setback of ten feet from any interior lot line, except if the adjoining lot is used for legally conforming parking purposes.

(n)   Signs.  Signs located in parking areas necessary for orderly operation of traffic movement shall be permitted in addition to others permitted in this chapter.  

(o)   Reduction of parking areas.  Off-street parking spaces shall not be reduced in number unless such number exceeds the requirement set forth in this section.  

(p)   Exceptions.    

(1) The plan commission may authorize exceptions to the parking standards or other requirements of section 106-923 where the applicant can demonstrate that the proposed use will generate less parking demand than the parking standard requirements, or where an exception from the requirements would result in a site plan and development that would benefit the City and be consistent with the intent of this chapter.. An applicant requesting an exception to the parking requirements shall be required to demonstrate and document the projected parking demand based on an analysis of similar or comparable uses.

(2) The plan commission may require additional parking stalls where it is determined that the proposed use is likely to generate a demand for more parking stalls than this chapter would require.

(3) In granting exceptions to the parking standards, the plan commission may grant conditional exceptions, subject to future review and reconsideration.

[Ord. 2010-02, Ord. 2012-14]

Sec. 130-1303.  Highway access.

(a) Private access.  No direct private access shall be permitted to the existing or proposed rights-of-way of expressways or to any controlled access arterial street without permission of the highway agency that has access control jurisdiction. No direct public or private access shall be permitted to the existing or proposed rights-of-way of freeways, interstate highways and their interchanges or turning lanes or to intersecting or interchanging streets within 1,500 feet of the most remote end of the taper of the turning lanes, such as exit and entrance ramps. No driveway openings shall be permitted within 100 feet of the intersection of an arterial street right-of-way line.  

(b) Barriers.  Access barriers, such as curbing, fencing, ditching, landscaping, or other topographic barriers shall be erected to prevent unauthorized vehicular ingress or egress to the streets or highways specified in subsection (a) of this section.  

(c)   Temporary access permit.  Temporary access to the rights-of-way specified in subsection (a) of this section may be granted by the zoning administrator after review and recommendation by the highway agencies having jurisdiction. Such access permit shall be temporary, revocable, and subject to any conditions required and shall be issued for a period not to exceed 12 months.  
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Sec. 130-1304.  Storage and parking of recreational vehicles.

(a) Definitions.  The following words, terms and phrases, when used in this section, shall have the meanings ascribed to them in this subsection, except where the context clearly indicates a different meaning:   

(1) Boat.  Every description of watercraft used or capable of being used as a means of transportation on water.  

(2) Recreational vehicle.  Any of the following:  

(3) Travel trailer.  A vehicular, portable structure built on a chassis and on wheels that is between ten and 36 feet long, including the hitch, and eight feet or less in width, designated to be used as a temporary dwelling for travel, recreation, vacation, or other uses and towed by a car, station wagon, or truck. It includes so-called fifth-wheel units.  

(4) Pickup coach.  A structure designed to be mounted on a truck chassis for use as a temporary dwelling for travel, recreation, vacation, or other uses.  

(5) Motor home.  A portable, temporary dwelling to be used for travel, recreation, vacation, or other uses, constructed as an integral part of a self-propelled vehicle.  

(6) Camping trailer.  A canvas or folding structure mounted on wheels and designed for travel, recreation, vacation, or other uses.

  

(7) Chassis mounts, motor homes and mini-motor homes.  Recreational structures constructed integrally with a truck or motor-van chassis and incapable of being separated.  

(8) Converted and chopped vans.  Recreational structures that are created by altering or changing an existing auto van to make it a recreational vehicle.  

(9) Boat or snowmobile trailer.  A vehicle on which a boat or snowmobile may be transported and is towable by a motor vehicle. When removed from the trailer, a boat or snowmobile, for purposes of this section, is termed an "unmounted boat or snowmobile."  

(b) Permitted parking or storage.  In all residential and commercial districts, it is permissible to park or store a recreational vehicle or boat and boat trailer on private property in the following manner:  

(1) No part of the unit may extend over the public sidewalk or into public right-of-way.

(2) Parking is permitted only for purposes of storage or temporary dwelling. Except as provided in Section 130-1304(b)(4), recreational vehicles, trailers, or boats shall not be:

a. Used for dwelling purposes.

b.   Permanently connected to sewer lines, water lines, or electricity. The recreational vehicle may be connected to electricity temporarily for charging batteries and other purposes.

c.   Used for storage of goods, materials, or equipment other than those items considered to be part of the unit or essential for its immediate use.

(3) The recreational vehicle or boat shall be owned by the resident on whose property the unit is parked for storage.
(4) Recreational vehicles may be used for purposes of temporary dwelling of no more than fifteen (15) consecutive days or thirty (30) days in any twelve (12) month period.
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Sec. 130-1305.  Storage of trucks, tractors and road machinery.

(a) Truck parking in residential areas.  No motor vehicle with an empty weight in excess of 12,000 pounds, over 18 feet in length, or having a height of more than 8 feet from the roadway, bearing a commercial license, including school buses, and no commercially licensed trailer, including semitrailers, shall be parked or stored in a residential district, except when loading, unloading, or rendering a service.  

(b)   Tractors and road machinery.  No person shall park, keep, or maintain on properties zoned as residential or multiple residential dwellings the following types of vehicles: tractors, tractor-trailers, semitrailers, dump trucks, auto wreckers, and road machinery. Such vehicles may not be kept or parked on the premises, whether or not they are in enclosed buildings, except for the purposes of unloading or servicing the premises.  
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